
4" ASPHALT CONCRETE, 6" UNREINFORCED
CONCRETE, 3/4" BITUMENOUS LAYER.
SANDY lean CLAY (CL), stiff, reddish brown, moist, SAND is
fine.

SILTY SAND (SM), medium dense, dark yellowish brown, dry
to moist, fine, soil appears to have been compacted.
[COLMA SAND]

SANDY lean CLAY (CL), stiff, dark yellowish brown, moist,
SAND is fine to medium.

SEDIMENTARY ROCK (Sandstone), fine grained, intensely
weathered, yellowish brown, very soft, very intensely
fractured.

Moderately hard, intensely fractured, some fractures infilled
with lean clay dipping ~45° up to 0.03' thick.
10.0', moderately fractured.

SEDIMENTARY ROCK (Sandstone Breccia), mylonized,
pegmatic, with moderately soft fragments (gravel-size pieces
of SANDSTONE), yellowish brown, moderately to slightly
weathered, matrix is very soft, intensely fractured.
SEDIMENTARY ROCK (Shale), 2-3" seam, moderately soft,
intensely weathered, slickensides on fracture plane not
parallel to shale bedding.
SEDIMENTARY ROCK (Sandstone), fine to medium grained,
moderately weathered, light grayish brown, moderately hard,
moderately fractured, thin white vein fillings locally open.

17.8', slickensides on fracture plane.

20.2', intensely fractured and broken.
METAMORPHIC ROCK (Meta-Siltstone), dark gray,
moderately weathered, moderately hard, intensely fractured
and broken.
METAMORPHIC ROCK (Meta-Graywacke Sandstone), fine
to medium grained, moderately weathered, light grayish
brown, moderately hard, very intensely fractured.

SANDSTONE BRECCIA, moderately weathered, moderately
hard, pegmatic fragments in soft matrix.
Mylonized from 23.65' to 26.1'.
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BOREHOLE LOCATION (Lat/Long or North/East and Datum)

TOTAL DEPTH OF BORING
46.2 ft

Offset 84ft R Sta 85+34 NB Alignment

7-26-08
BOREHOLE LOCATION (Offset, Station, Line)

DURING DRILLING AFTER DRILLING (DATE)

HOLE ID
7-27-08

Gregg Drilling and Testing, Inc.

5 in. (soil); 4 in. (rock)

Automatic, 140 lbs., 30-inch drop

Neat Cement Grout backfill

RW5-R1P. Ryan

93.094 ft (NAVD88)

Fraste Multi-drill (truck)

N2120520.291 / E5994131.737  (NAD83)

DRILLING METHOD DRILL RIG

SPT HAMMER TYPE

BOREHOLE BACKFILL AND COMPLETION GROUNDWATER
READINGS

BEGIN DATE COMPLETION DATELOGGED BY

DRILLING CONTRACTOR

HAMMER EFFICIENCY, ERiSAMPLER TYPE(S) AND SIZE(S) (ID)

BOREHOLE DIAMETER

76.2%

Mud Rotary

SURFACE ELEVATION
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SANDSTONE BRECCIA, moderately weathered, moderately
hard, pegmatic fragments in soft matrix.
SEDIMENTARY ROCK (Sandstone), fine grained,
moderately weathered, light grayish brown, moderately hard,
intensely to moderately fractured.

Core run is broken into fragments up to 0.1' in diameter with
occasional intact core lengths up to 0.4' long.

32.0', occasionally vuggy, with gray lean CLAY on fracture
surfaces, slightly weathered.

35.0' - 35.5', steeply dipping fractures, slightly weathered to
fresh, light grayish brown, continued white vein infilling.

38.0', gold colored disseminated minerals noted (pyrite?)
38.6', moderately fractured, hard to moderately hard.
Calcite vein dipping at 45°.

39.9', fracture dipping ~75° white vein infilling, intensely to
moderately fractured.

43.8' - 43.9', very fine grained.
44.0', mylonized zone.

Borehole terminated at a depth of 46.2 feet on 7/27/2008.

See Boring Record Legend for soil classification chart and
key to test data and sampler type.
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